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PAKO CORP.INC. -- PAKOSOL 55-9A  -- 6750-00-597-2638
=====================  Product Identification  =====================

Product ID:PAKOSOL 55-9A
MSDS Date:01/01/1985
FSC:6750
NIIN:00-597-2638
MSDS Number: BFGXZ
=== Responsible Party ===
Company Name:PAKO CORP.INC.
Emergency Phone Num:612-540-6300
CAGE:LO655
=== Contractor Identification ===
Company Name:PAKO CORP
Address:6550 WEDGEWOOD RD
Box:City:MAPLE GROVE
State:MN
ZIP:55369
Country:US
CAGE:45472
Company Name:PAKO CORP.INC.
CAGE:LO655

=============  Composition/Information on Ingredients  =============

Ingred Name:HEXYLENE GLYCOL
CAS:107-41-5
RTECS #:SA0810000
Fraction by Wt: 95.0%
OSHA PEL:C 25 PPM
ACGIH TLV:C 25 PPM; 9192

=====================  Hazards Identification  =====================

Effects of Overexposure:IRRITATING TO SKIN,EYES AND MUCUS MEMBRANES.
    LARGE ORAL DOSE DOES PRODUCE NARCOSIS.

=======================  First Aid Measures  ===============



========

First Aid:WASH AREA OF SKIN CONTACT WITH WATER. FLUSH EYES WITH LARGE
    AMOUNT OF WATER FOR 15 MIN. CALL A DR. IF NECESSARY. FOR
    INGESTION,GET MEDICAL ATTN. IMMEDIATELY.

=====================  Fire Fighting Measures  =====================

Flash Point:215F (OPEN CUP)
Lower Limits:UNKN
Upper Limits:UNKN
Extinguishing Media:FOAM,CARBON DIOXIDE OR DRY CHEMICAL
Fire Fighting Procedures:NONE SPECIFIED BY THE MFR.
Unusual Fire/Explosion Hazard:NONE SPECIFIED BY THE MFR.

=============
=====  Accidental Release Measures  ==================

Spill Release Procedures:USE PROPER PERSONAL PROTECTIVE EQUIPMENT.
    RECOVER INTO A CONTAINER FOR DISPOSAL.

======================	Handling and Storage  ======================

Handling and Storage Precautions:USE NORMAL PRECAUTIONS FOR STORAGE AND
    HANDLING . PROVIDE ADEQUATE VENTILATION.
Other Precautions:AVOID CONTACT WITH SKIN AND EYES.

=============  Exposure Controls/Personal Protection  =============

Respiratory Protection:NO
 SPECIAL REQMNTS UNDER ORDINARY
    CONDITIONS/ADEQUATE VENT.
Ventilation:PROVIDE MECHAN(GEN/LOCAL EXHAUST)VENT TO MAINTN 


